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Male headers

o 0.635 mm - for interconnections of stacked PCBs
— one row, 4-20 contacts
— within the total length of the pin the insulator can be changed according to customer's request
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Pinl o p
art. no. dim. [mm] art. no. dim. [mm] art. no. dim. [mm]
A S A S A S
SL15SMD 107 ... | 10.7 5 SL15SMD 182...  18.2 6 SL 15 SMD 207 ... | 20.7 6
please indicate: ... no. of contacts ... surface of contact
one row 4 - 20 S = selective gold-plated
G = gold-plated
Z = tin-plated

.. positioning (optional)
P = end pins straight for positioning

— two rows, 4-40 contacts
— within the total length the insulator can be changed according to customer's request
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art. no. dim. [mm] art. no. dim. [mm] art. no. dim. [mm]
A S A S A S
SL 16 SMD 107 ... 10.7 5 SL 16 SMD 182 ... 18.2 4 SL16 SMD 247 ... | 24.7 6
SL 16 SMD 157 ... 15.7 6 SL 16 SMD 207 ... | 20.7
please indicate: ... no. of contacts ... surface of contact

two rows 4 - 40 selective gold-plated
gold-plated

S
G
Z = tin-plated

.. positioning (optional)
P = end pins straight for positioning

Technical data - G101 -107
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