
– matching for female header BLV 2 ... ➔ G 94
– two rows 4-40 contacts
– grid spacing 1.27 x 1.27 mm
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art. no. dim. [mm]
A B C

SLV W 4 SMD 048 ... 8.2 5.3 4.8

art. no. dim. [mm]
A B C

SLV W 4 SMD 073 ... 10.7 5.3 7.3

please indicate: ... no. of contacts
two rows 4 - 40

... surface of contact
G = gold-plated
Z  = tin-plated

... packing (optional)
B TR  = pick and place pad

and tape and reel
(250pcs/reel)

... packing (option) - additions:
SLV W 4 SMD ... B TR: 4-12 contacts
Packaging options pick and place pad in bar magazine "... B SM" and pick and place pad in tape & reel "... B TR" on request.

Option for automatic assembly

4 1,5

1
,5 5,8

3

0,5

... B TR

16

2
4

1
,7

5
1
1
,5

8
,6

12,6

7
0
°

– matching for female header BLV 2 ... ➔ G 94
– two rows 4-40 contacts
– grid spacing 1.27 x 1.27 mm
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SLV W 10 SMD 102 ... 10.2

art. no. dim. [mm]
A

SLV W 10 SMD 127 ... 12.7

please indicate: ... no. of contacts
two rows 4 - 40

... surface of contact
G = gold-plated
Z  = tin-plated
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Male headers

G 55
Technical data ➔ G 101 – 107
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